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FIIG                Title                                                                INC(s)             Due Date 
  
A282             INDICATORS, GENERAL                   146  Dec 31, 2004 
                          
App Key BH 
 
Proposed New Concept A500 FIIG with eleven INCs 
 
INC 06881 (COURSE-STEERING ORDER INDICATOR #) 
No definition 
 
INC 06884 (MOTOR ORDER INDICATOR #) 
No definition 
 
INC 06885 (OIL BURNER ORDER INDICATOR #) 
No definition 
 
INC 06889 (PROPPELLER ORDER INDICATOR#) 
No definition 
 
INC 06890 (PROPELLER PITCH REPEATER INDICATOR) 
No definition 
 
INC 06893 (RUDDER ANGLE ORDER INDICATOR #) 
No definition 
 
INC 06894 (RUDDER ORDER INDICATOR #) 
No definition 
 
INC 06896 (SHIP’S DRAFT INDICATOR) 
An indicator designed to indicate the depth of a vessel below the waterline measured 
vertically in feet to the lowest part of the hull, the bottom of the keel, propellers or other 
reference points. 
 
INC 06897 (SHIP’S PROFILE DRAFT INDICATOR #) 
No definition 
 
INC 31805 (SHIP’S ENGINE ORDER) 
An instrument that displays in visual form the forward or reverse position of a ship’s 
propulsion engine and the ship’s speed range.  Excludes INDICATOR, POSITION. 
 
INC 38919 (SHIP’S ORDER INDICATOR) 
An item that displays the function of indicating shipboard operational information or 
orders. 
 
New FIIG to include the following MRCs: 
* as required 
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NAME (ITEM NAME) 
ALBY * (USAGE DESIGN) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
AMNL * (PRESENTATION TYPE) 
ABWG * (SCALE DIVISION QUANTITY) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
APSK * (SCALE RANGE) 
ASST * (POINTER TYPE) 
BFQN * (DISPLAY TYPE) 
BFQP * (DISPLAY DIGIT QUANTITY) 
ASKN * (INDIVIDUAL MARKING) 
HUES * (COLOR) 
AWHH * (ILLUMINATION COLOR GENERATION METHOD) 
AQLW * (LIGHT LOCATION) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABTB * (MOUNTING HOLE DIAMETER) 
BLKZ * (MOUNTING STUD DIAMETER) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
FEAT * (SPECIAL FEATURES) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
ZZZV * (FSC APPLICATION DATA) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 1 - Usage Design  
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 - Identified Secondary Address Coding for MRCs ABWG and APSK 
Table 7 - Identified Secondary Address Coding for MRC ASST  
Table 9 - Identified Secondary Address Coding for MRC HUES 
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Table 10 - Color 
Table 12 - Mounting Methods 
Table 16 - Nondefinitive Spec/Std Data 
 
Include current FIIG A282 Appendix B, Reference Drawing Group A 
 
MRCs recommended for deletion from current FIIG A282, App Key BH: 
BNHZ * (ACCURACY RATING) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKQ * MARKING COLOR SPECIFIC USE) 
ANBH * (INFORMATION RECORDED) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
ASPD * (POINTER FINISH) 
BDFT * (COIL DC RESISTANCE) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
ABMZ * (DIAMETER) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
CBBL * (FEATURES PROVIDED) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURES) 
ZZZK * (SPECIFICATIONS/STANDARD DATA) 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
 
App Key BJ 
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Cancel INC 00121 (RATIO STANDING WAVE INDICATOR) and replace with INC 
16488 (RATIO STANDING WAVE METER), FIIG A310A, FSC 6625, App Key B; 
make a colloquial for ratio standing wave indicator (current INC 00121) referring it to 
INC 16488 
 
 
App Key BK 
 
Proposed New Concept A500 FIIG with one INC 
 
INC 20814 (SYMBOL INDICATING INDICATOR) 
An electrically operated indicator, consisting principally of a cylindrical rotating card or 
the light, which exhibits symbols or markings before a single window in a case.  
Excludes indicators having graduated scale dials.  Also excludes INDICATOR, 
DIGITAL DISPLAY; INDICATOR, POSITION; and INDICATOR (as modified). 
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
AMNL * (PRESENTATION TYPE) 
BFQN * (DISPLAY TYPE) 
APSK * (SCALE RANGE) 
ASKN * (INDIVIDUAL MARKING) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
HUES * (COLOR) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
AMND * (INPUT IMPEDANCE RATING) 
AFRA * (CONTACT QUANTITY) 
AKSF * (CONTACT TYPE) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
ABMZ * (DIAMETER) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CXPW * (DIAL WIDTH) 
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CXQH * (DIAL OUTSIDE DIAMETER) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
TEST * (TEST DATA DOCUMENT) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
PRMT * (PRECIOUS MATERIAL) 
AGAV * (END ITEM IDENTIFICATION) 
ZZZV * (FSC APPLICATION DATA) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
RDAL * (REFERENCE DATA AND LITERATURE) 
FTLD * (FUNCTIONAL DESCRIPTION) 
TMDN * (MODEL/TYPE DESIGNATION) 
RTSE * (RELATIONSHIP TO SIMILAR EQUIPMENT) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRC APSK 
Table 5 – Accuracy Scale 
Table 8 - Marking Color Specific Use 
Table 9 - Identified Secondary Address Coding for MRC HUES 
Table 10 - Color 
Table 11 - Contact Type 
Table 12 - Mounting Methods 
Table 15 - Features Provided 
Table 16 - Nondefinitive Spec/Std Data 
Table 17 - Precious Material 
 
Include current FIIG A282 Appendix B, Reference Drawing Group A 
 
MRCs recommended for deletion from current FIIG A282, App Key BK: 
BNHZ * (ACCURACY RATING) 
ABWG * (SCALE DIVISION QUANTITY) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
BFQP * (DISPLAY DIGIT QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ANBH * (INFORMATION RECORDED) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
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ASLB * (COMMAND SIGN QUANTITY) 
BDFT * (COIL DC RESISTANCE) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
ABTB * (MOUNTING HOLE DIAMETER) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
CXPK * (DIAL HEIGHT) 
SPCL * (SPECIAL TEST FEATURES) 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
--------------------------------------------------------------------------------------------- 
 
App Key BL 
 
Proposed New Concept A500 FIIG with one INC 
 
INC 20867 (SYNCHRO TEMPERATURE INDICATOR) 
An indicator which indicates temperature by means of a synchro-actuated pointer on a 
calibrated temperature scale.  Excludes INDICATOR, TEMPERATURE, ELECTRICAL 
RESISTANCE and INDICATOR, TEMPERATURE, THERMOCOUPLE. 
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
AMNL * (PRESENTATION TYPE) 
BNHZ * (ACCURACY RATING) 
ABWG * (SCALE DIVISION QUANTITY) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
APSK * (SCALE RANGE) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
BFQN * (DISPLAY TYPE) 
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BFQP * (DISPLAY DIGIT QUANTITY) 
ASKN * (INDIVIDUAL MARKING) 
ASPD * (POINTER FINISH) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
AFRA * (CONTACT QUANTITY) 
AKSF * (CONTACT TYPE) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
APTE * (MOUNTING FLANGE DIAMETER 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
ABMZ * (DIAMETER) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
RDAL * (REFERENCE DATA AND LITERATURE) 
FTLD * (FUNCTIONAL DESCRIPTION) 
TMDN * (MODEL/TYPE DESIGNATION) 
RTSE * (RELATIONSHIP TO SIMILAR EQUIPMENT) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRC APSK 
Table 5 – Accuracy Scale 
Table 6 – Scale Range 
Table 7 – Identified Secondary Address Coding for MRCs ASST and ASPD 
Table 11 - Contact Type 
Table 12 - Mounting Methods 
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Table 15 - Features Provided 
Table 16 - Nondefinitive Spec/Std Data 
 
Since MRC ANRL (MOUNTING ARRANGEMENT STYLE) is not included in the 
proposed new FIIG, Appendix B, Reference Drawing Group A will not be included and 
drawing MRCs ABKQ, ABKR, AEJN, AFDT, AFDW, and AFFL would be deleted.  
 
MRCs recommended for deletion from current FIIG A282, App Key BL: 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ANBH * (INFORMATION RECORDED) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
BDFT * (COIL DC RESISTANCE) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
ABTB * (MOUNTING HOLE DIAMETER) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURES) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
--------------------------------------------------------------------------------------- 
 
App Key BM 
 
Proposed New Concept A500 FIIG with one INC 
 
INC 16511 (TORQUEMETER INDICATOR) 
An electrically operated instrument that indicates the torque output of an engine.  It 
functions similar to an ammeter but is calibrated in terms of horsepower based on 
revolutions per minute. 
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New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
AMNL * (PRESENTATION TYPE) 
BNHZ * (ACCURACY RATING) 
ABWG * (SCALE DIVISION QUANTITY) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
APSK * (SCALE RANGE) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
BFQN * (DISPLAY TYPE) 
ASKN * (INDIVIDUAL MARKING) 
HUES * (COLOR) 
AWHH * (ILLUMINATION COLOR GENERATION METHOD) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
AFRA * (CONTACT QUANTITY) 
AKSF * (CONTACT TYPE) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABTB * (MOUNTING HOLE DIAMETER) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADMH * (MOUNTING FLANGE WIDTH) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
ABMZ * (DIAMETER) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
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ZZZV * (FSC APPLICATION DATA) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
RDAL * (REFERENCE DATA AND LITERATURE) 
FTLD * (FUNCTIONAL DESCRIPTION) 
TMDN * (MODEL/TYPE DESIGNATION) 
RTSE * (RELATIONSHIP TO SIMILAR EQUIPMENT) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRC APSK 
Table 5 – Accuracy Scale 
Table 6 – Scale Range 
Table 7 – Identified Secondary Address Coding for MRCs ASST and ASPD 
Table 9 – Identified Secondary Address Coding for MRC HUES 
Table 10 - Color 
Table 12 - Mounting Methods 
Table 15 - Features Provided 
Table 16 - Nondefinitive Spec/Std Data 
 
Include current FIIG A282 Appendix B, Reference Drawing Group A 
 
MRCs recommended for deletion from current FIIG A282, App Key BM: 
BNHZ * (ACCURACY RATING) 
BFQN * (DISPLAY TYPE) 
BFQP * (DISLAY DIGIT QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ANBH * (INFORMATION RECORDED) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
ACZB * (FREQUENCY RATING) 
BDFT * (COIL DC RESISTANCE) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
CXPK * (DIAL HEIGHT) 
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CXPW * (DIAL WIDTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURE 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
------------------------------------------------------------------------------------ 
 
App Key BN 
 
Proposed New Concept A500 FIIG with one INC 
 
INC 19165 (CONTROL SURFACES TRIM INDICATOR) 
An indicator designed to present the signals derived from the rudder, aileron and elevator 
axis to the servos of an automatic pilot. 
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
AMNL * (PRESENTATION TYPE) 
ABWG * (SCALE DIVISION QUANTITY) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
APSK * (SCALE RANGE) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
ASKN * (INDIVIDUAL MARKING) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ABTB * (MOUNTING HOLE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
ABMZ * (DIAMETER) 



 12

HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
RDAL * (REFERENCE DATA AND LITERATURE) 
FTLD * (FUNCTIONAL DESCRIPTION) 
TMDN * (MODEL/TYPE DESIGNATION) 
RTSE * (RELATIONSHIP TO SIMILAR EQUIPMENT) 
CLQL * (COLLOQUIAL NAME) 
 
Reain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 - Identified Secondary Address Coding for MRC APSK 
Table 6 - Scale Range 
Table 7 -  Identified Secondary Address Coding for MRC ASST  
Table 15 - Features Provided 
Table 16 - Nondefinitive Spec/Std Data 
 
Since MRC ANRL (MOUNTING ARRANGEMENT STYLE) is not included in the 
proposed new FIIG, Appendix B, Reference Drawing Group A will not be included and 
drawing MRCs ABKQ, ABKR, AEJN, AFDT, AFDW, and AFFL would be deleted.  
 
MRCs recommended for deletion from current FIIG A282, App Key BN: 
BNHZ * (ACCURACY RATING) 
BFQN * (DISPLAY TYPE) 
BFQP * (DISLAY DIGIT QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ANBH * (INFORMATION RECORDED) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
ACZB * (FREQUENCY RATING) 
BDFT * (COIL DC RESISTANCE) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
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ASLN * (FUSE CURRENT RATING IN AMPS) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURE 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
------------------------------------------------------------------------------------------- 
 
App Key BP 
 
Proposed New Concept A500 FIIG with three INCs 
 
INC 01828 (WIND DIRECTION INDICATOR) 
An item which indicates wind direction from intelligence transmitted by a wind direction 
transmitter. 
 
INC 01829 (WIND DIRECTION AND SPEED) 
An item which indicates wind direction and speed from intelligence transmitted by 
associated transmitters. 
 
INC 01830 (WIND SPEED INDICATOR) 
An item which indicates wind speed from intelligence transmitted by a wind speed 
transmitter. 
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
AMNL * (PRESENTATION TYPE) 
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BNHZ * (ACCURACY RATING) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
APSK * (SCALE RANGE) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
BFQN * (DISPLAY TYPE) 
BFQP * (DISLAY DIGIT QUANTITY) 
ASKN * (INDIVIDUAL MARKING) 
ANBH * (INFORMATION RECORDED) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
BDFT * (COIL DC RESISTANCE) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABTB * (MOUNTING HOLE DIAMETER) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
ABMZ * (DIAMETER) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
PRMT * (PRECIOUS MATERIAL) 
AGAV * (END ITEM IDENTIFICATION) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
RDAL * (REFERENCE DATA AND LITERATURE) 
FTLD * (FUNCTIONAL DESCRIPTION) 
TMDN * (MODEL/TYPE DESIGNATION) 
RTSE * (RELATIONSHIP TO SIMILAR EQUIPMENT) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRCs BNHZ and APSK 
Table 5 – Accuracy Rating 
Table 6 – Scale Range 
Table 7 – Identified Secondary Address Coding for MRC ASST  
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Table 12 – Mounting Methods  
Table 16 - Nondefinitive Spec/Std Data 
Table 17 – Precious Material 
 
Include current FIIG A282 Appendix B, Reference Drawing Group A 
 
MRCs recommended for deletion from current FIIG A282, App Key BP: 
 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
ABWG * (SCALE DIVISION QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
ASPD * (POINTER FINISH) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
CBBL * (FEATURES PROVIDED) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURE 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
 
App Key BQ 
 
Proposed New Concept A500 FIIG with eleven INCs 
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INC 03516 (PROPELLER REVOLUTION INDICATOR-TRANSMITTER #) 
No definition 
 
INC 03517 (SHIP’S SPEED INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06900 (ANCHOR ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06901 (ENGINE ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06902 (ENGINE-PROPELLER ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06903 (MOTOR ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06904 (OIL BURNER ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06905 (PROPELLER ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 06906 (RUDDER ANGLE ORDER INDICATOR-TRANSMITTER #) 
No definition 
 
INC 17250 (RATE OF FLOW INDICATOR-TRANSMITTER) 
An indicator-transmitter which transmits and remotely indicates the rate of flow of a fluid 
in a confined space such as a duct.  It includes the components indicator, rate of flow 
properly wired to a transmitter, rate of flow, which is actuated by a differential pressure 
measuring device. 
 
INC 38920 (SHIP’S CONTROL ORDER INDICATOR-TRANSMITTER) 
An item which has the dual function or indicating and transmitting shipboard operational 
information or orders. 
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
ALBY * (USAGE DESIGN) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
AMNL * (PRESENTATION TYPE) 
BNHZ * (ACCURACY RATING) 
APSK * (SCALE RANGE) 
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ASST * (POINTER TYPE) 
ASKN * (INDIVIDUAL MARKING) 
HUES * (COLOR) 
AWHH * (ILLUMINATION COLOR GENERATION METHOD) 
AQLW * (LIGHT LOCATION) 
ASLJ (INDICATOR QUANTITY) 
ASTP (TRANSMITTER QUANTITY) 
ACDC * (CURRENT TYPE) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABTB * (MOUNTING HOLE DIAMETER) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CQSG * (KNOB PURPOSE) 
ASSK * (KNOB QUANTITY) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
RDAL * (REFERENCE DATA AND LITERATURE) 
FTLD * (FUNCTIONAL DESCRIPTION) 
TMDN * (MODEL/TYPE DESIGNATION) 
RTSE * (RELATIONSHIP TO SIMILAR EQUIPMENT) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 1 – Usage Design 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRC BNHZ and APSK 
Table 5 – Accuracy Rating 
Table 6 – Scale Range 
Table 7 – Identified Secondary Address Coding for MRC ASST  
Table 9 – Identified Secondary Address Coding for MRC HUES 
Table 10 – Color  
Table 12 – Mounting Methods  
Table 16 - Nondefinitive Spec/Std Data 
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Since MRC ANRL (MOUNTING ARRANGEMENT STYLE) is not included in the 
proposed new FIIG, Appendix B, Reference Drawing Group A will not be included and 
drawing MRCs ABKQ, ABKR, AEJN, AFDT, AFDW, and AFFL would be deleted.  
 
MRCs recommended for deletion from current FIIG A282, App Key BQ: 
ABWG * (SCALE DIVISION QUANTITY) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
ASSR * (POINTER PURPOSE) 
BFQN * (DISPLAY TYPE) 
BFQP * (DISLAY DIGIT QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ANBH * (INFORMATION RECORDED) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
ACYR * (DC VOLTAGE RATING) 
BDFT * (COIL DC RESISTANCE) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
ABMZ * (DIAMETER) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURE 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
SUPP * (SUPPLEMENTARY FEATURES) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
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App Key BR – Create two new FIIGs 
 
Proposed New Concept A500 FIIG with one INC 
 
INC 52630 (LIQUID QUANTITY INDICATOR SET) 
Instrumentation which consists of a master indicator and a repeater indicator, which 
displays the amount of liquid contained in a tank, vessel, and the like.  Excludes 
INDICATOR, LIQUID QUANTITY. 
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
AMNL * (PRESENTATION TYPE) 
BNHZ * (ACCURACY RATING) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
BFQN * (DISPLAY TYPE) 
ANBH * (INFORMATION RECORDED) 
HUES * (COLOR) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
BDFT * (COIL DC RESISTANCE) 
ABRY * (LENGTH) 
ABGL * (WIDTH) 
ABMZ * (DIAMETER) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
SUPP * (SUPPLEMENTARY FEATURES) 
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CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRC BNHZ  
Table 7 – Identified Secondary Address Coding for MRC ASST  
Table 9 – Identified Secondary Address Coding for MRC HUES 
Table 10 – Color  
Table 15 – Features Provided 
Table 16 - Nondefinitive Spec/Std Data 
 
Since MRC ANRL (MOUNTING ARRANGEMENT STYLE) is not included in the 
proposed new FIIG, Appendix B, Reference Drawing Group A will not be included and 
drawing MRCs ABKQ, ABKR, AEJN, AFDT, AFDW, and AFFL would be deleted.  
 
MRCs recommended for deletion from current FIIG A282, App Key BR: 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
ABWG * (SCALE DIVISION QUANTITY) 
APSK * (SCALE RANGE) 
BFQP * (DISLAY DIGIT QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKN * (INDIVIDUAL MARKING) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
AWHH * (ILLUMINATION COLOR GENERATION METHOD) 
AQLW * (LIGHT LOCATION) 
ASPD * (POINTER FLUSH) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
AMND * (INPUT IMPEDANCE RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABTB * (MOUNTING HOLE DIAMETER) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
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CXQH * (DIAL OUTSIDE DIAMETER) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURE 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 
---------------------------------------------------------------------------------------- 
 
App Key BR  
 
Proposed New Concept A500 FIIG with two INCs 
 
INC 00832 (INDICATOR ASSEMBLY) 
A grouping of two or more physically connected or related indicators, which may or may 
not have the same basic noun name.  They must be separable and each item must be 
capable of functioning in accordance with its own item name. 
 
INC 01831 (WIND DIRECTION AND SPEED INDICATOR GROUP #) 
No definition 
Delete FSC 1190, keep INCs 5895 and 6695.  
 
New FIIG to include the following MRCs: 
* as required 
 
NAME (ITEM NAME) 
CWJK (CASE MATERIAL) 
ASKX * (ELECTRICAL CONNECTION QUANTITY) 
AMNL * (PRESENTATION TYPE) 
BNHZ * (ACCURACY RATING) 
ABFN * (SCALE MARKING AND SURFACE FINISH) 
ASST * (POINTER TYPE) 
ASSR * (POINTER PURPOSE) 
BFQN * (DISPLAY TYPE) 
ANBH * (INFORMATION RECORDED) 
HUES * (COLOR) 
ACDC * (CURRENT TYPE) 
ACYR * (DC VOLTAGE RATING) 
ACYN * (AC VOLTAGE RATING) 
FAAZ * (PHASE) 
ACZB * (FREQUENCY RATING) 
BDFT * (COIL DC RESISTANCE) 
ABRY * (LENGTH) 
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ABGL * (WIDTH) 
ABMZ * (DIAMETER) 
HGTH * (HEIGHT) 
AEJZ * (DEPTH) 
CBBL * (FEATURES PROVIDED) 
FEAT * (SPECIAL FEATURES) 
ZZZK * (SPECIFICATION/STANDARD DATA) 
ZZZT* (NONDEFINITIVE SPEC/STD DATA) 
ZZZY * (REFERENCE NUMBER DIFFERENTIATING CHARACTERISTICS) 
CRTL * (CRTICALITY CODE JUSTIFICATION) 
PRPY * (PROPRIETARY CHARACTERISTICS) 
ELRN * (EXTRA LONG REFERENCE NUMBER) 
AGAV * (END ITEM IDENTIFICATION) 
ZZZP * (PURCHASE DESCRIPTION IDENTIFICATION) 
SUPP * (SUPPLEMENTARY FEATURES) 
CXCY * (PART NAME ASSIGNED BY CONTROLLING AGENCY) 
CLQL * (COLLOQUIAL NAME) 
 
Retain the following tables from current FIIG A282, Appendix A: 
Table 2 - Materials 
Table 3 - Presentation Type 
Table 4 – Identified Secondary Address Coding for MRC BNHZ  
Table 7 – Identified Secondary Address Coding for MRC ASST  
Table 9 – Identified Secondary Address Coding for MRC HUES 
Table 10 – Color  
Table 15 – Features Provided 
Table 16 - Nondefinitive Spec/Std Data 
 
Since MRC ANRL (MOUNTING ARRANGEMENT STYLE) is not included in the 
proposed new FIIG, Appendix B, Reference Drawing Group A will not be included and 
drawing MRCs ABKQ, ABKR, AEJN, AFDT, AFDW, and AFFL would be deleted.  
 
MRCs recommended for deletion from current FIIG A282, App Key BR: 
ASKZ * (ELECTRICAL CONNECTION IDENTIFYING NUMBER) 
ABWG * (SCALE DIVISION QUANTITY) 
APSK * (SCALE RANGE) 
BFQP * (DISLAY DIGIT QUANTITY) 
ASPK * (CATHODE RAY TUBE SCAN TYPE) 
ASPA * (CATHODE RAY TUBE TRADE DESIGNATION) 
ASKN * (INDIVIDUAL MARKING) 
ASKQ * (MARKING COLOR SPECIFIC USE) 
ASLC * (COMMAND SIGN REPLACEABILITY) 
ASLB * (COMMAND SIGN QUANTITY) 
AQLW * (LIGHT LOCATION) 
ASPD * (POINTER FLUSH) 
ANLC * (FREQUENCY BAND QUANTITY) 
ANTG * (SENSITIVITY RATING) 
AEHG * (SPECIFIED FREQUENCY) 
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AMND * (INPUT IMPEDANCE RATING) 
ASLN * (FUSE CURRENT RATING IN AMPS) 
AXHR * (MOUNTING FACILITY TYPE AND QUANTITY) 
ABTB * (MOUNTING HOLE DIAMETER) 
BLKZ * (MOUNTING STUD DIAMETER) 
ADAG * (MOUNTING STUD LENGTH) 
ABVG * (MOUNTING SLOT LENGTH) 
ABTD * (MOUNTING SLOT WIDTH) 
APTE * (MOUNTING FLANGE DIAMETER) 
ADMG * (MOUNTING FLANGE LENGTH) 
ADMH * (MOUNTING FLANGE WIDTH) 
ANRL * (MOUNTING ARRANGEMENT STYLE) 
CXPK * (DIAL HEIGHT) 
CXPW * (DIAL WIDTH) 
CXQH * (DIAL OUTSIDE DIAMETER) 
TEST * (TEST DATA DOCUMENT) 
SPCL * (SPECIAL TEST FEATURE 
ZZZW * (DEPARTURE FROM CITED DOCUMENT) 
ZZZX * (DEPARTURE FROM CITED DESIGNATOR) 
ELCD * (EXTRA LONG CHARACTERISTIC DESCRIPTION) 
PRMT * (PRECIOUS MATERIAL) 
PMWT * (PRECIOUS MATERIAL AND WEIGHT) 
PMLC * (PRECIOUS MATERIAL AND LOCATION) 
ZZZV * (FSC APPLICATION DATA) 
NHCF * (NUCLEAR HARDNESS CRITICAL FEATURE) 
 


